Emergency Eye Wash - Test
If using computer to complete this test, click with your mouse on the square in front of the answer of your choice, otherwise please use a pen to mark your answer. Print, sign and give to your supervisor when finished.

1. The first 10 to 15 seconds after exposure to a hazardous chemical, especially a corrosive chemical, is crucial.
a.  FORMCHECKBOX 
 True

b.  FORMCHECKBOX 
 False

2. The following types of chemicals require emergency eye washing equipment:  corrosives, strong irritants, and toxic chemicals.
a.  FORMCHECKBOX 
 True

b.  FORMCHECKBOX 
 False

3. MSDS sheets should be checked for chemical properties and eyewash recommendations.
a.  FORMCHECKBOX 
 True

b.  FORMCHECKBOX 
 False

4. Personal protective equipment is one way to control chemical hazards.
a.  FORMCHECKBOX 
 True

b.  FORMCHECKBOX 
 False

5. Goggles are required when handling corrosive liquids.
a.  FORMCHECKBOX 
  True

b.  FORMCHECKBOX 
 False
6.  “Potable water” means NON drinking water
a.  FORMCHECKBOX 
 True

b.  FORMCHECKBOX 
 False

7. Emergency eyewashes should be placed in the facility where they can be reached within 30 seconds.
a.  FORMCHECKBOX 
 True

b.    FORMCHECKBOX 
 False

8. Emergency eye washes are required where there is the potential for an employee’s eyes to be exposed to corrosive strong irritants or toxic chemicals.

a.  FORMCHECKBOX 
 True

b.  FORMCHECKBOX 
 False
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Signature


Date

  Supervisor signature

    Date

Send to City HR office after signed

