Machine Guarding Test - BLR
(to be used with Machine Guarding – BLR Training)

Name:
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Date:       
1.  Mechanical hazards occur at the point of operation, in the power transmission apparatus, and in any other moving parts.
 FORMCHECKBOX 
  True
 FORMCHECKBOX 
  False

2. Any moving part on a piece of equipment that could injure an employee should be guarded.

 FORMCHECKBOX 
  True
 FORMCHECKBOX 
  False

3. Power presses are extremely dangerous because of the force necessary for them to operate.

 FORMCHECKBOX 
  True
 FORMCHECKBOX 
  False

4. Shearing mechanisms can be operated with hydraulic, mechanic, or pneumatic energy.

 FORMCHECKBOX 
  True
 FORMCHECKBOX 
  False

5. As long as the guards remain in place, operators do not need to be trained on machine guarding.

 FORMCHECKBOX 
  True
 FORMCHECKBOX 
  False

6. A robot is one type of automated feeding and ejection mechanism.

 FORMCHECKBOX 
  True
 FORMCHECKBOX 
  False

7. Hazardous mechanical motions include all but which of the following?       
a. Rotating

b. Reciprocating

c. Transverse

d. Obverse

8.  Nip points are created when sliding mechanisms move back and forth.

 FORMCHECKBOX 
  True
 FORMCHECKBOX 
  False

9. Cutting mechanisms include all but which of the following?       
a. Awls

b. Band saws

c. Circular saws

d. Drilling machines

10.  “Location and distance” is not a classification of machine safeguarding.

 FORMCHECKBOX 
  True
 FORMCHECKBOX 
  False
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